
Tight Head Drum Range 30% PCR 

100 L 150 L 210 L* 250 L*

Specially designed 
to the highest 
international 
standards using 
the latest blow 
moulding technology.

Multilayer extrusion technology
 
Enables recycled 
HDPE content

Consistent wall thickness

Superior rigidity, stability 
and stackability
 
Easy to decant contents

UN Certified

100% recyclable

*Also Available with Double L-ring



www.polyoakpackaging.co.za

• AEROTON  011 247 6000 • BLOEMFONTEIN  051 410 5900 • CAPE TOWN  021 710 9200 • CENTURION  011 247 6297 • DURBAN  031 702 3452
• EAST LONDON  043 736 6300 • GEORGE  044 878 1760 • GQEBERHA  041 403 7200 • LOUIS TRICHARDT  015 2994583 • MBOMBELA  013 246 8864 
• MIDDLEBURG  013 246 8843 • NORTH COAST (EMPANGENI)  060 162 3433 • POLOKWANE  015 299 4580 • ROODEKOP  011 724 3800
• UPINGTON 087 703 5790 • WORCESTER  023 348 6380 • ESWATINI  00268 2518 6871 • HARARE  00263 24248 7322 • WINDHOEK  00264 6130 1892 

Safe for food contact

UN Certified.
Approved for Transport of 
Dangerous Goods for Group II on 
rail, air, marine and road

250 L*

Drum is fully recyclable
Made from multiple layers of 
100% HDPE
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Tight Head Drum Range 30% PCR 

Drum Closures:
•  The range has been designed with a  
 neck diameter of 52 mm in line with  
 international standards 
•  The standard closures are available in  
 two variants: non-vented and vented
•  Other varieties
 available

Benefits:
•  ISO Compliant
•  Tamper evident
•  Stackable and can be palletised
•  Designed for optimum drain-ability for  
 effective decanting of contents

Drum Colours:
•  Blue is the industry standard
•  Other colours available

Drum Sizes:
Four convenient sizes:
•  100 L
•  150 L
•  210 L
•  250 L

Drum Style:
•  Single L-ring available in all sizes
•  Double L-ring available in 210 L & 250 L
    for easier handling

Decoration:
•  High quality screen printing

Tamper Evidence:
•  Secure tamper evidence is available on   
    standard bungs which locks directly     
    into the recess of the closures. No tools 
    are required for application or removal

Drainage holes are strategically punched
into upper L-Ring to enable external liquid

and rain run-off.

The upper L-Ring protects the closures from 
fracturing during transportation and handling.


